Columbia
LIGHTING

P4D22-2

2' % 2' DuraLouver® Parabolic / 2 or 4-Lamp T8, TT

Alzn availzble with 3 lamps

FEATURES

« Nominal 3" deap louver

« Black reveal with full air handling capabalitias

« Mattz anodizad low Irideszant, semi-spanudar (MA} louver
fintsh virfuzily eliminztes wisibllity of fngarprints and
construCtion dust

« Shalbow housing halght

« Lightwelght

PROJECT INFORMATION

Praject Mama Type
Catalog Ho. Date
CONSTRUCTION BALLASTS

Luminazire kousing and end caps aredle formed
e gawge cold rolled stasl, Louver 15 farmad from
Duralover® anodizad Zluminum and saoarsd in
npan of closad posithon by die formed steel hinges.
Lowver inges from elther side. Machanical light
trap prevants light fazks, Latches ara fingar-tip ac-
tuztad, postiive feed type, fabeicated of spring steel,
and completely conceal ed in the black reveal.

FINISH

Parts are treated with 2 five s1age phosphate bond-
Ing process and finlshad with a ilgh tamparatirs
bzkzd white anamal, For post palnted housing,
sifii catalog numiber with PAF. Ragrassad slots ars
flat blzck. Anpdized alumimumn Duralouver standard
finlsh is matte anodized low Il dascent (MA). Also
avallabla In low-Iridescant seml-spacuiar natural
amodizad alumimum (L or low-Iridescant specular
aluminumm (L5

AlRHANDLING

All supglyretum and air extract functlons e avail-
abda ac 3 spedied option. Directional contral vanas
andfor extract damper features avallable. Alr exiract
slots are Focated ouwt of sight i and Gaps. S22 alr
remaval data on reversa

INSTALLATION

An acozss plata s furmished with sach luminalra
for fast wirlng access from the planum. Mo nasd
to open finture. Procduct ships standard with mylar
dust cover to aliminate job site contamination.

Energy efficiant, thermally protectad, automatic
resesting, Class P high pawar factor, sound ratad &,
mizanatic ar electranic ballasts. (EE NEMA Pramium
coenpliant.

ELECTRICAL

Stzndard class "R, thermally protacted, zutoraset-
ting HPF beflzst, sound ratad A CEE HEMA Pramium
compliant. AN ballast leads extend 2 minimuem of 6
throwgh access locztion. NECEC-compliant ballast
disconnact |5 standard.

CEILING COMPATIBILITY

Luminalre s #wallznle to fit exposed grid callings.
For hiard callings order accessary flanga kit Some
options may Incraase fiture depth. Forinfarmation
on compatibilety with specfic callings, or whare
plenum depih s a preblem, contact your Colambla
rapresentative. Four Integeal T-bar clips are
standard. Twad or four non-Integral T-bar dips are
avzllable a5 an option.

CERTIFICATION

All luminalres are bullt to UL 1598 standards and
bear approgriata UL znd cUL or (54 labsls. Damp
lpcation [absding I= standard. Emargancy-equippad
focturas Eabeled UL 024,

GMF 3

ORDERING INFORMATION EXAMPLE PAD22-217G-MA33-5-EU
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Protacted oy US Patent 6,552,058,
Spacifcations subject to change without notice.
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